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STANLEY METAL FRAME MITRE BOX 

NO. 116 


The Back, Saw Guide and Index Plate of this mitre 
box are made of heavy gauge, wrought steel, welded 
and ribbed for extra strength. The base is made of 
hard maple, finished with clear lacquer; metal parts 
are blued and lacquered. 

This mitre box is of simple construction and is easy 
to use if the instructions given below are followed. 



PREPARATION 

SAW — Use either a mitre or cross-cut panel saw about 20" in length. 

PROTECTION BOARD—We recommend the use of a thin piece of stock about y&" or %" thick, 
either ply-wood, Masonite or wood, tacked on the base board to protect it when the saw cuts 
through the work. 

INSTRUCTIONS FOR USING 

STOP LUGS — The two lugs on the front edge of the base board may be turned downward to 
act as stops against the edge of the bench when sawing. They are provided with holes for 
screws or nails for more permanent fastening. 

VERTICAL ADJUSTMENT OF SAW GUIDE — Loosen the thumb nut on the front side of the left 
plate to adjust saw guide up or down in relation to the height of the work. Allow guide to 
clear work by about *4". 

SETTING FOR ANGLES — The graduated plate on the top of the saw guide gives the approxi¬ 
mate setting from 0 by steps of 5° up to 50°. 

NOTE — For close work at 90° or other angles set the index at the desired angle on the scale 
and make a trial cut with a piece of scrap wood. This cut should be checked with a try square 
or bevel that corrections may be made in the setting if necessary. 

MAINTENANCE 

A few drops of oil in between the saw guides will give smoother operation of the saw. Also, 
a bit of oil under “L” clamp screw will aid in secure clamping of Saw Guide. 




